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  PWM Controls Inc.      Standard Proportional Valve Drivers
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	Direct mount on DIN43650/A solenoid, DIN43650/A cable connector
	

	
	PVD3DIN, convertible input signal: 0-5V, 0-10V, 0-20mA or 4-20mA
	

	
	PVD3XDN, bipolar input signal: +/-10V differential
	

	
	PVD3SDN, two ON/OFF input signals to select one of four pre-sets
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	Direct mount on DIN43650/A solenoid, 3m long 4 x 18AWG cable
	

	
	PVD3D3M, convertible input signal: 0-5V, 0-10V, 0-20mA or 4-20mA
	

	
	PVD3X3M, bipolar input signal: +/-10V differential
	

	
	PVD3S3M, two ON/OFF input signals to select one of four pre-sets
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	Open board, DIN rail mount
	

	
	PVD3D1R, single, convertible input signal: 0-5V, 0-10V, 0-20mA or 4-20mA
	

	
	PVD3D2R, dual, convertible input signal: 0-5V, 0-10V, 0-20mA or 4-20mA
	

	
	PVD3DHR, dual, convertible input signal, common pin coils
	

	
	PVD3X2R, dual, bipolar input signal: +/-10V differential
	

	
	PVD3XHR, dual, bipolar input signal: +/-10V differential, common pin coils
	

	
	PVD3S1R, single, two ON/OFF input signals to select one of four pre-sets
	

	
	PVD3S2R, dual, two ON/OFF input signals to select one of four pre-sets, per channel
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	Epoxy potted, spade connectors
	

	
	PVD3D1E, single, convertible input signal: 0-5V, 0-10V, 0-20mA or 4-20mA
	

	
	PVD3D2E, dual, convertible input signal: 0-5V, 0-10V, 0-20mA or 4-20mA
	

	
	PVD3DHE, dual, convertible input signal, common pin coils
	

	
	PVD3X2E, dual, bipolar input signal: +/-10V differential
	

	
	PVD3XHE, dual, bipolar input signal: +/-10V differential, common pin coils
	

	
	PVD3S1E, single, two ON/OFF input signals to select one of four pre-sets
	

	
	PVD3S2E, dual, two ON/OFF input signals to select one of four pre-sets, per channel
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	NEMA 4X plastic box
	

	
	PVD3D1N, single, convertible input signal: 0-5V, 0-10V, 0-20mA or 4-20mA
	

	
	PVD3D2N, dual, convertible input signal: 0-5V, 0-10V, 0-20mA or 4-20mA
	

	
	PVD3DHN, dual, convertible input signal, common pin coils
	

	
	PVD3X2N, dual, bipolar input signal: +/-10V differential
	

	
	PVD3XHN, dual, bipolar input signal: +/-10V differential, common pin coils
	

	
	PVD3S1N, single, two ON/OFF input signals to select one of four pre-sets
	

	
	PVD3S2N, dual, two ON/OFF input signals to select one of four pre-sets, per channel
	

	
	
	

	
	Frequently Asked Questions
	


	Specifications:
	Operating voltage
	9 to 35VDC

	
	Operating temperature
	-40° to +167°F

	
	Output current
	up to 3A

	
	PWM frequency
	50 to 500Hz

	
	Ramps
	0 to 99.5 seconds
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